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TI D-6404 In-Dash Motorized Taoito 
• Amorphous Active Matrix TFT/LC 

• 6.4" In Dash Monit or 

• Motorized Eject Flip-up Screen 

• 3 NY Inputs (l Front Panel) 

• 1 NY Output 

• Remote Cont rol 

• Stand By Indicator 

• OSD On Screen Display 

• Swivel Monitor Viewing Angle 

• Resoluti on: 960 x 23 4 

TIO-70 12 In-Dash Motori zed rvr" 
• Amorphous Active Matrix TFT/LCD 

• 7" Wide Motorized Flip-up Monitfr 

• AM/FM Radio with Presets (18 FM-12 AM)
I 

• 4 Channel High Power (45 x 4 RMS) 

• 4 Screen Modes (Full, Wide, Cin ~ma, Zoom) 

• 2 Rear Panel NY Input s On RCA's 

• I -Set Front Panel NY Input 

• 1 Set NY Outputs 

• Remote Cont rol 

• Stand By Indicator 

• OSD On Screen Display 

• Swivel Monitor Viewing Angle 

• Resolut ion: 1440 x 234 

T-1502CM Ceiling Mount Pod 

• Amorphous Active Matrix Digital TFT/LCD • Built-in IR Transmitter. 

• 15" Universal Ceil ing Mount • NTSC / PAL Auto Switchable 

• Neoprene Matte Black Finish • Resolution: 1024 x 76 8 

• Remote Control • Dimensions: 1.6 " x L4 .7" x 15. 2" 

• OSD On Screen Display 

• Dual NY Inputs 



T-I042CM "New Unified System-4 Concept" 

• Amorphous Active Matrix TFT/LCD 
• IDA" Swivel Universal Ceiling Mount 
• Fits Some Vehicle Specific Overheads 
• Neoprene Matte Black Finish 
• Remote Control 
• Unified Micom Frequency For Optional
 

Universal Remote (Remote-c)
 
• OSD On Screen Display 
• Dual Audio / Video Inputs 
• Single Video Output 
• Buill-in Dome Lights 
• Built-in IR Transmitter 
• Resolution: 800x 600 
• Dimensions: 1.7" x 9.6 " x 14.8" 

T-7007CMS "New Unified System-4 Concept" 

• Amorphous Active Matrix TFT/LCD 
• OSD On Screen Display• 7" Wide Screen Swivel Universal Cei lingMount 
• Dual Aud io / Video Inputs• Fits Some Vehicle Specific Overhead (optional) 
• Single Video Output• Neoprene Matte Black Finish 
• Built-in Dome Lights• Remote Control 
• Built-in IR Transmitter • Unified Micom Frequency For Optional 

Universal Remote (Remote-4) • Resolution: 1440 x 234 
• 4 Screen Modes ( FUll, Wide, Cinema, Zoom) • Dimensions: 1.7" x 9.5" x 12.5 " 

T-1332CM Ceiling Mount Pod 

• Amorphous Active Matrix Digital TFT/LCD 
• 13.3" Universal Ceiling Mount 

,..... ' ,• Neoprene Matte Black Finish 
• Remote Control 
• OSD On Screen Display 
• Dual AN Inputs 
• Built-in Stereo Speakers 
• Built-in IR Transmitter 
• NTSC / PAL Auto Switchable 
• Resolution: 1024 x 768 
• Dimensions: 12.75" x 12" x 2" 

7007GM 
GM SUV Vehicle Specific 
Overhead For T-7007CMS 
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T-7005CM Swivel Ceiling Mount Pod 

• Amorphous Active Matrix TFT/LCD 
• 7" Digital Wide Screen Unive rsal 

Swivel Flip Down 
• Gray Inject ion Molded Housing For 

Easy Color Matching 
• Remote Control 
• 4 Screen Modes (Ful l, Wide, Cinema, Zoom) 

• OSD On Screen Display 
• Dual NV Input s 
• Built -in Dome Lights 
• Built-in IR Transmitter 
• Resolution: 1440 x 234 
• Dimensions 9.5" x 14" x 1.5" 
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T-6403CM Swivel Ceiling Mount Pod 

• Amorphous Active Matrix TFT/LCD 
• 6.4" Universal Swivel Flip Down 
• Gray Injection Molded Housing For Easy 

Color Matchin g 
• Remote Control 
• OSD On Screen Display 

Monitors 

• Dual NV Inputs 
• Bui lt-in Dome Lights 
• Built-in IR Transmitt er 
• Resolut ion: 960 x 234 
• Dimensions: 9.5" x 14" x 1.5" 
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T-7006CM Swivel Ceiling Mount Pod 

• Amorph ous Act ive Matri x TFT/LCD 
• 7" Wide Screen Universal Swivel Flip Down 
• 4 Screen Modes (Full, Wide , Normal. Cinema) 
• Single Video Input 
• Remote Control 
• OSD On Screen Display 
• Resolution 1440 x 234 
• Dimensions: 10" x 9.25" x 1.5" 

T-5668CM Swivel Ceiling Mount Pod 

• Amorphou s Active Matr ix TFT/LCD 
• 5.6" Universal Swivel Flip Down 
• SmaII Foot Prnt 
• Black Matte Finish 
• Remote Control 
• NTSC/PAL Auto Switchable 
• OSD On Screen Display 
• Single Video Input s 
• Resolution: 960 x 234 
• Dimensions: 7.5" x 8.75" x 1.5" 



TDVD-7 

• Amorphous Active Matrix TFT/ LCD 
• 7" Digital Wide Screen Universal 

Flip Down 
• Remote Cont rol 
• 4 Screen Modes (Full , Wide. Cinema, Zoom) 
• Black Matte Finish 
•	 AN Side Inputs For Camcorders. Video 

Games... 
• Jacks For Wired Headphones 
• OSD On Screen Display 
• Dual AN Inputs 

• Built-in Dome Lights 
• Built-in IR Transmitter 
• Built-in FM Transmitter 
• Resolution: 1440 x 234 
• Dimensions 9.5" x 14" x 1.5" 

•	 DVD,CD,CDR.MP-3 

• NTSC & PAL Compatible 

• Dolby Pro-logic/DTS Compatible 

• Digital Anti-shock Mechanism 

T-7002HRS "New Unified system-4 Concept" 

• Amorphou s Active Matri x TFT/LCD • Dual Video Inputs 
• 7" Wide Screen Key Locking Headrest • Single Video Output 
• Remote Control • Use As Monitor With Optional MS-2 

• NTSC/PAL Stand or Goose 16 
• 4 Screen Modes (Full, Wide, Cinema , Zoom) • Resolution : 1440 x 234 
• OSD On Screen Display • Dimensions: 4.5" x 7.25" x 1.25" 

T-5604PKG 
• Amorphous Active Matrix TFT/LCD 
• 5.6" Monitor With Swivel 

Butterfly Stand 
• Remote Control 
• Includes Tuner & Antennas 
• FM Transmitter 

• OSD On Scree1 Display 
• Dual Video Inputs 
• Single Audio IJput 
• Single Video In1put 
• Built- in Speake'r 
• Resolution: 96 0 x 234 

WWW.FARENHEITUSA .COM 
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• Rear Camera Inputs On Tuner & 
Backup Trigger Wire 

T-5606H R Monitor Key Release Headrest 

• Amorphous Active Matrix TFT/LCD 
• 5.6" Key Locking Headrest Shroud And Swivel Stand 
• Remote Control 
• OSD On Screen Display 
• Single Video Input 
• Swivel Stand Mount 
• Resolution : 960 x 234 
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T-7001MHR Headr 

• Amorphous Active Matr ix TFT/LCD 
• 7" Digital Wide screelr Clam Shell Headrest Kit 
• 4 Screen Modes (Full, Wide. Cinema, Zoom) 
• OSD On Screen Displa 
• Dual Video Inputs 
• Single Video Output 
• Remote Control 

1• Resoluti on: 1440x 23
• Dimensions: 4 .5" x 6.8 " x .75" 

T-5601MH Headrest Module 

• .Amorphous Act ive Matr ix TFT/LCD • Single Video Input 
• 5.6" Clam Shell Headrest • Resolution : 960 x 234 
• Auto Signal Sensing • Dimensions: 4" x 5.5" x .75" 
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T-5609MSV Sunvisor Module T-5009MSV Sunvisor Module 

• Amorph ous Activ e Matri x TFT/LCD • Amorphous Active Matrix TFT/LCD 
• 5.6" Clam Shell Sunvisor Mount • 5" Clam Shell Sunvisor Mount 
• Auto Signal Sensing • Auto Signal Sensing 
• Single Video Input • Single Video Input 
• Resoluti on: 960 x 234 • Resolution: 960 x 234 
• Dimensions: 8. 5" x 5.5" x .75" • Dimensions: 8 .5" x 5" x .75" 

IMoni tors =r---a 

• Amorphous Active Ma t~x TFT/LCD • Single Video Input 
• 5" Clam Shell Headrestl • Resolution: 960 x 234 
• Auto Signal Sensing • Dimensions : 3.5" x 5" x .75" 



• In-Das DVD, CD, MP-3 Player
• AM/FM with 30 Presets

• Drop Door Detachable
• 4 Channel High Power
• Vacuum Loader For Multiple Angle Mounting
• Dolby Pro-logiC/DTS Compatible
• RearPanel AN Inputs On RCA's
Electronically Switched From Remote

• Remote Control
• Multi-language Menu And Su till
• Multi-angie Viewing Functions
• Digital Anti-shock Mechanism

• Sott Touch Front Panel Controls
• NTSC & PAL Compatible

• ISO/DIN

DV
• ln-Da h DVD, CD, MP-3 Player

• Tray Typ Loader
• Dolby Pro-loglclDTS Compatible
• Rear Panel AN Inputs On RCA's
• Front Panel AN lnpu on Mini Jacks
• Remot Control
• Multi-Ianguag Menu And Subtitles
• Multi·angl Viewing Functions

• Digital Anti-shock MechanIsm
• 500 Lin High Resolution Output

• S/Vldeo Output
• Dolby Coaxial Digital Output for ( SPDIF/RAW

or SPDIF/PCM )

• NTSC & PAL Compatible

• ISO/DIN

) ":3' .......,
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DVD -IO
• Vacuum Loader For MUltiple Angle Mounting
• DVD,CD,CDR,MP·3
• Front Panel AN Inputs On RCA's

Electronically Switched From Remote

• Variable Pre-amp Volume Adjustable By
Remote Control (.6 Volts - 1.2 Volts )

• 12-Volt Output Trigger For System Power-up
• Auxiliary Switched Headphone Output

• S/Video Output

• Dolby Coaxial Digital Output for
(SPDIF/RAW or SPDIF/PCM )

• Extra Remote Eye
• Dolby Pro-logiC/DTS Compatible
• 500 Line High Resolution Output
• Digital Anti-shock Mechanism
• Floor & Under-dash Mounting Brackets

• NTSC & PAL Compatible
• Dimensions: 8.2" x 6.6" x 2.2" DVDs
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uilt In TV 1 uner • Dolby Coaxial Digital Output For 

• DVD,CD,CDR,MP3 (SPDIF/RAW Or SPDIF/PCM) 

FarsnhBit· • Front Panel AN Inputs On RCA's • Extra Remote Eye::::,:. _ ::~ ~"".\ ........
 
OO@:ill ~ ~~.~ Electronically Switched From Your Remote • Dolby Pro-logiciDTS CompatibleDVD CDMulli·M~dla 6DI GIT A LGJ MP ' L~S~ • Variable Pre-amp Volume Adjustable By • 500 Line High Resolution Output,., ~#o( 

Remote Control (.6 Volts-1.2 Volts) • Digital Anti-shock Mechanism• • l' ,...0 • • '--e ­
_; -1- .::; ,- .­, -­ • Auxiliary Switched Headphone Output • Floor & Under-dash Mounting Brackets:;:rol 'L 0 '0 0 

1 6ft- I"""" • . = :'l • SNideo Output • NTSC & PAL Compatible 
• Dimensions: 8.6" x 6.6" x 2.7" 

DVD 
• DVD.CD.CDR,MP-3 • S/Video Output 
• Rear Panel AN Inputs On RCA's • Dolby Coaxial Digital Output for 

Electronically Switched From Remote ( SPDIF/RAW or SPDIF/PCM ) 
~PG[n~? lH~ <: p l. ·\Yrn • Variable Pre-amp VolumeAdjustable By • Extra Remote Eye 

Remote Control (.6 Volts - 1.2 Volts) • Dolby Pro-logiciDTS Compatible 
:::I " ••• 6 • Dolby Pro-logiciDTS Compatible • 500 Line High ReSOlution Output~: :;1~ 

9 • Digital Anti-shock Mechanism • Digital Anti-shock Mechanism 
• 12-Volt Output Trigger For System Power-up ' Floor & Under-dash Mounting Brackets 

• Auxiliary Switched Headphone Output • NTSC & PAL Compatible 
• Dimensions: 8.6" x 6.6" x 2.7" 

DVD 

DVD-6T With TV Tuner • Dolby Coaxial Digital Output tor 

• DVD,CD,CDR,MP-3 ( SPDIF/RAW or SPDIF/PCM ) 

.otP • Front Panel AN Inputs On RCA's • Extra Remote Eye 
Electronically Switched From Remote • Dolby Pro-logiciDTS Compatible

' . 
.V!J i • Variable Pre-amp VolumeAdjustable By • 500 Line High Resolution Output 

..> : 

Remote Control (.6 Volts - 1.2 Volts ) • Digital Anti-shock Mechanism 

• Auxiliary Switched Headphone Output • NTSC & PAL Compatible 

• S/Video Output • Dimensions: 10.5" x 7.8" x 2.7" 

DVD -5000 
- ~ ~~ U!:4 • 5 Disc Changer DVD,CD,CDR,MP-3 • RCA Video And Audio Outputs 

• Rear Panel AN Inputs On RCA's • 500 Line High Resolution Output 
• c= ~_ _ I 

• S/Video Output • Digital Anti-shock Mechanism 

• Extra Remote Eye • NTSC & PAL CompatibleEJ o 0 0 0 0 • ,. • Dolby Pro-logiciDTS Compatible • Dimensions: 14" x 9" x 3.2" 
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VCR-! 02T Car VCR With TV Tuner 

• 181 Channel Cable Ready Tuner 

• Antenna Hook-up RG-59 , 75 Ohm Connector 

• 4 Head Hi-fi 

• Remote Control 

• Extra Remot e Eye 

• On Screen Displ ay 

• Aux AN Input for Video Games or Camcorders 

• Digital Auto Tracking 

Audio/V ideo Controll er v 

• 4 AN lnputs & 3 Audio /Vid eo Outputs 

• All Outpu ts Selectabl e Via Ind ividual
I 

'.. Ji..~ ,'./. .1 
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Wired Re1 0tes 

• Four 12 Volt Output Triggers On Mol ex 

Connecto 

• Video Inpl{t Impedance: 75 Ohms 

• Audio InPl lt Impedance: 8 .2k Ohms ,
• Dimens ion ~ : 1.4" x 7. 5" x 4" 

. ! 

• Anti -shock, Ant i-moi sture 

• Bui lt -in HQ Circuitr y (H igh Quality Pict ure
 
Control )
 

• Super Alloy Diamond Recording & Playback
 
Heads
 

• Frame by Frame & Slow Mot ion Funct ions 

• Tape Eject Via Remote Control 

• Mount ing Brackets Included 

• Dimensions: 3 .6" x 10.2" x 10 .3" 

AVI R-3 Wir eless Audio Video Controller 

• 4 AN Inputs & 3 Audio/Vi deo Outputs 

• All Outputs Independently Selectable Via IR 
Wireless Remot e 

• Exra Remote Eye 

• Remote Cont rol 

• Four 12 Volt Output Triggers on Molex 
Connectors 

• Video Input Impedance: 75 Ohms 

• Audio Input Impedance: 8.2k Ohms 

• Dimensions: 1.5" x 9 " x 5.7" 

WWW .FARENHEITUSA .COM
 

TUNER-3R 12 5 Channel Cable 
Capable Tuner ~ 

• 4 Channel Diversity Antenn a Inputs 
On Mini-jacks 

• Built-in FM Transm itter 

~ • Remote Cont rol Operat ion Via 
18' Remote Eye 

• Inputs For Accessory Back-up Camera 
• Dual AN Inputs 
• Dual AN Outputs 
• Dimensions: 1.1 " x 8" x 5" 

TUNER-4R 69 Channel 
VHF/UHF TV Tuner 
• Booster Antenna Input (Mini -jack) 
• Remot e Control Operation Via 18' 

Remote Eye 
• Dual AN Inputs 
• Single AN Outpu t 
• Dim ensions: 1" x 4 .2 " x 4 .1" 

~ Accessoriesl 
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CC-l Color Weather Proof Rear View Camera 

• 1/3" CCD 1 LUX Low Light Color Camera 

• Adjustable Impact Resistant Swivel Housing 

• Din Connector & RCA Outputs 

• 310,000 Pixels (CCIR) 

• Compatible with TUNER-3R & System-4 

• Opperating Temperature: -14F to 131F 

CBW-l Black & White Weather Proof Rear 
View Camera 

• 1/3" CCD .5 LUX Low Light B&W Camera 

• Adjustable Impact Resistant Swivel Housing 

• Din Connector & RCA Outputs 

• 310,000 Pixels (CCIR) 

• Compatible with TUNER-3R & System-4 

• Opperating Temperature: -14F to 131F 

WLHP-2 Wireless Infrared Headphones (One Pair) 

• Adjustable Headphone Straps 

• ON/OFF Switch Saves Battery Life 

• Variable Volume Control 

• ALC Auto Level Control 

• Mute Function 

I 

AB-l Twin Audio Booster 

• Dual Source Inputs With Line Balancing upto 2 Volts 
• Independant Output Trimmer Pots For Each Source 
• Shielded Metal Housing For Noise Rejection 
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cc-Z Micro Bullet Style Color Camera 

• 113" CCD 1 LUX Low Light Color Camera 

• Din Connector & RCA Outputs 

• 310,000 Pixels (CCIR) 

• Compatible wi th TUNER-3R & System-4 

• Opperating Temperature: -14F to 131 F 

Bullet Style Black & Wh ite Camera 

• 1/3' CCD .5 LUX Low Light B&W Camera 

• Din Connector & RCA Outputs 

• 310,000 Pixels (CCIR) 

• Compatible wi th TUNER-3R & System-4 

• Opperating Temperature: -14F to 131F 

LH P-l Wireless Infr ared Singl e Headphone 

• Compatible With All IR & Ceiling Monito rs 

• Adjustable Headphone Straps 

• ON/OFF Switch Saves Battery Life 

• Variable Volume Control 

• ALC Auto Level Control 

• Mute Funct ion 

RF-2CH 2 Ch.RF Headphone Receiver 

• Dual Ch. RF Selectable Source Inputs 

• Adjustable Headphone Straps 

• Receives Up To 180' From Transmitter 

• ON/OFF Switch Saves Battery Life 

• Variable VolumeControl 

• ALC Auto Level Control 

• Mute Function 

WWW.FARENHEITUSA .COM 

VB l One & Four Output Video Signal Booster 
• Four Individual Output Trimmer Gain Controls 
• Shielded Metal Housing For Noise Rejection 
• Video Output Gain Control 

Accessories---+-----trAI 



Class "X" Supper Flat Ampl ifiers EClIenheit...The Mobile Entertainment Company 

Farenheit introduces one of our first high speed switching power supply amplifiers in a stunning new super
I 

flat configuration. Super flat Class "X" is only 1.2" high. The see-through top panel allows viewing of the 

SMT (Surface Mount Technology) so ~ou can see the extraordinary new circuit design. 

If 

-

Model 

CLX260-2 
- -­
CLX340-2 

-
CLX470·2 

CLX620-2 
---­

CLX760-2 
-

2ch/4ch 

2 

2 

2 

2 

2 

High Level 
Input 

Yes 

Yes 

Yes 

Yes 

Yes 

Se lectable 
Crossover 

Yes 

Yes 

Yes 

Yes 

Yes 

Var/Lowpass Var/Highpass 
40Hz-400Hz 40Hz-400Hz 

.. -~-_._..~--­ -------­
12dB 12dB 

12dB 12dB 

12dB 12dB 
._­ -­ -

12dB 12dB 

12dB 12dB 

Var/Bass Boos 
O-18d S 

- -
45Hz 

45Hz 

45Hz 
-­

45Hz 

45Hz 

-

Subson ic Stable Stable 4 Ohm 2 Ohm 
27Hz (ste reo) (mono) Rms Rms 
-----­ --~----- - - _. - - - .. 

Yes 2 Ohm 4 Ohm 60 x 2 95 x 2 

Yes 2 Ohm 4 Ohm 75 x 2 120 x 2 
-­ --­ -----­ --­ ----­

Yes 2 Ohm 4 Ohm 120 x 2 185 x 2 
- - - ­ -­ - - - .­ -

Yes 2 Ohm 4 Ohm 155 x 2 250 x 2 

Yes 2 Ohm 4 Ohm 175 x 2 280 x 2 

Mono Rms 

190 x 1 

240 x 1 

37. 0 x l 

500 x l 

560 x l 

----­

CLX940-2 2 Yes Yes 12dB 12dB 45Hz Yes 2 Ohm 4 Ohm 220 x 2 340 x 2 700 x l 

CLX520-4 4 Yes, Twin Yes, Twin 12dB. Twin 12dB, Twin 45Hz Yes,Twin 2 Ohm 4 Ohm 60 x 4 90 x 4 180 x 2 

CLX730-4 4 Yes, Twin Yes , Twin 12dB. Twin 12dB, Twin 45Hz Yes,Twin 2 Ohm 4 Ohm 75 x 4 120 x 4 240 x 2 



Common Features lncluce. 
• Super Flat @1.2" SMT (Surface 

Mount Technology) 

•	 Gray Hairline Hi-Fi Finish 
• Ultra High Speed Switching 

Power Supply 
•	 Full Selectable & Variable 

Crossovers 

•	 Bass Eq.uall;zatior.J 

FR Full Range Speakers 
Fa renheit 's new FR Series full range speakers feature electro plated sat in 

blue inject ion molded cones w ith a new cool look of blue semi -translu­

cent mid/tweeter housings, a deep gloss blue basket, and rubber boot 

magnet covers. 

3 year Warranty 
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FR-69 6"x9" 3-Way 300 Watts • 28 oz. Magnet 
• Elect ro Plated Satin Blue Injection Molded Cone • Imp. 4 Ohm 
• Butyl Rubber Surround	 • SPL 92 dB 
• Conex Spider	 • Polymide Midra nge 
• 1" High Temperature Voice Coil	 • Superior Dome Tweeter 
• Freq. Resp. 50 Hz-20KHz	 • Rubber Boot Magnet Cover 

FR-65 6.5" 2-Way 200 Watts 
• Elect ro Plated Satin Blue Inject ion Molded Cone • 13 oz. Magnet 
• Buty l Rubber Surround	 • Imp. 4 Ohm 
• Conex Spider	 • SPL 92 dB 
• 1" High Temperature Voice Coil	 • Polymide Dome Tweeter 
• Freq. Resp. 65 Hz-20KHz	 • Rubber Boot Magnet Cover 

~ Speakersl 



Farenheit...The Mobile Enterta inment Company 
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ectro Plate
 
Molded Cone
 

o	 Butyl Rubber Surround 
o	 Conex Spider 
o	 1" High Temperature Voice Coil 
o	 Freq . Resp. 70Hz-20KHz 
o	 13 oz. Magnet 
o	 Imp. 4 Ohm 
o	 SPL 92 dB 
o	 Polymide Dome Tweeter 
o	 Rubber Boot Magnet Cover 

FR-5 5.25" 2-Way 160 Watts 
o	 Electro Plated Satin Blue Injection Molded Cone 
o	 Butyl Rubber Surround 
o	 Conex Spider 
o	 1" High Temperature Voice Coil 
o	 Freq. Resp. 75Hz-20KHz 

FR-4 4" 2-Way 130 Watts 
o Electro Plated Satin Blue Injection Molded Cone 
o	 Butyl Rubber Surround 
o	 Conex Spider 
o	 1" High Temperature Voice Coil 
o	 Freq. Resp. 95Hz-20KHz 

FR-3 3.5" 2-Way 100 Watts 
o Electro Plated Satin Blue Injection Molded Cone 
o	 Butyl Ru bber Surround 
o Conex Spider 
• 1" High Temperature Voice Coil 
o	 Freq. Resp. 100Hz-20KHz 
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o	 Electro Plated Satin Blue Injection
 
Molded Cone
 

o	 Butyl Rubber Surround 
o Conex Spider 
o	 l"High Temperature Voice Coil 
o	 Freq . Resp. 75Hz-20KHz 
0 , 8 oz. Magnet 
o	 Imp. 4 Ohm 
o	 SPL 91 dB 
o	 Polymide DomeTweeter 
o	 Rubber Boot Magnet Cover 

o	 13 oz. Magnet 
o	 Imp. 4 Ohm 
o	 SPL 92 dB 
o	 Polymide Dome Tweeter 
o	 Rubber Boot Magnet Cover 

o 8 oz. Magnet 
o	 Imp. 4 Ohm 
o	 SPL 91 dB 
o	 Polymide Dome Tweeter 
o	 Rubber Boot Magnet Cover 

0 8 oz. Magnet 
0 Imp. 4 Ohm 
0 SPL 90dB 
0 Polymide Dome Tweeter 
0 Rubber Boot Magnet Cover 

Patented 

'a 
o	 Niobium Rare Earth 

Ferroelectric Transducer Magnet 
o	 Polypropylene Diaphragm 
o	 100 Watts R.M .S. 
o	 Freq. Resp. 5kHz-25KHz 
•	 Imp. 4 Ohm 
o	 Surface/Angle Mount 
o	 SPL 97 dB 
o	 Built in Crossover 

if3-----+- Speakers 


