








SYS-5.6R "New Unified System-4 Concept" Twin Monitors, A/V Controller & Remote

* Two 5.6" Headrest Monitors With Detachable Security (T5615DS)
P ¢ AV Controller 4 A/ Inputs & Outputs (SYSTEM-4)
Tuiam ) Tt Ty | o g = Remote-4 compatible
+ Single Remote To Operate The Whole System
* OSD On Screen Display
T » Padded Carry Bag
» Additional Monitors can be installed easily.
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SYS-50R 'New Unified System-4 Concept' Twin Monitors, AV Controller & Remote

* Two 5° Headrest Monitors With Detachable Security (TS015DS)
» ANV Controller 4 AV Inputs & Outputs (SYSTEM-4)
~ *» Remote-4 compatible
* Single Remote To Operate The Whole System
= OSD On Screen Display el t :
o Padded Carry Bag _ i ' \ Farenheit s
" » Additional Monitors can be installed easily. | -

SYSTEM-4 AN Controller *New Unified System-4 Concept"
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* 4 Source inputs & 4 Monitor Qutputs » Unified Micom Frequency For Use With
* System 4 Works with following Monitors Optional Universal Remote
Farenhait sonae sy oo T-1042CMS T-3505% Control (Remote-4)
' T-7007CMS T-5015DS » Din to Din Plugs make installation easy and fast
T-7002HRS 1-5615DS
e 'Ilrl'u R *__"'-"wﬁar =i,

T-1042CMS VER-102T T-5015DS _ SYS-5.0R
T-7007CMS _ DVD-8 T-5615DS  SYS-5.6R
T-7002HRS DVD-5 SYSTEM-4  T-35055
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T-7009TS Touch Screen Monitor
» Amorphous Active Matrix TFT/LCD e 4 Screen Modes (Full, Wide,
* 7" Wide Screen Key Locking Headrest Cinema, Zoom)

e Full Function Touch Panel Control * 0SD On Screen Displays Dual '
¢ Super Slim & Small Video Inputs = :
¢ Adjustable Installation Depth = Resolution: 1440 x 234 . Remgge
Headrest Shroud ® Dimensicns: 5" x 7.5" x 1" . NTSC!PAL Swntchable
* Remote Control e 4 Screen Modgs (Fu

* NTSC/PAL Switchable = OSD On Screen Dlsp _y

T-7001MHR Headrest Module

* Amorphous Active Matrix TFT/LCD
« 7" Digital Wide Screen Clam Shell Headrest Kit
» 4 Screen Modes (Full, Wide, Cinema, Zoom)
* OSD On Screen Display

* Dual Video Inputs

= Single Video Output

* Remote Control

» Resolution: 1440x 234

* Dimensions: 4.5" x 6.8" x .75"




T-5801MH Headrest Module

¢ Amorphous Active Matrix TFT/LCD
* 5.8" Wide Clam Shell Headrest
* Auto Signal Sensing
* Remote Control
* 4 Screen Modes
{Full, Wide, Cinema, Zoom)
» OSD On Screen Display r=
* Dual Video Inputs ®
* Singie Video Input
» Resolution: 860 x 234
* Dimensions: 3.5" x 5.5" x .75"

DVD PLAYERS 4

Et

1 3 : 4‘ DVD-13

DVD-11N same without AM/FM * Remote Control
DVD-12T same with TV tuner, without AM/FM e OSD On Screen Display
¢ |n-Dash DVD, MP3, CD, CDR,CDRW Player » Digital Anti-Shock

* Built-in AM/FM Radio With Presets * NTSC/PAL Switchable
e Vaccum Loader for Multiple Angle Mounting e ISO/DIN

¢ Dolby Pro-Logic/DTS Compatible

* Front Panel AV RCA Inputs

T-5809MSV sunvisor Module

» Amorphous Active Matrix TFT/LCD
* 5.8" Wide Ciam Shell Headresi
» Auto Signal Sensing
* Remete Control
* 4 Screen Modes
(Full, Wide, Cinema, Zoom)
* OSD On Screen Display
* Dual Video Inputs
» Single Video Input
* Resolution: 960 x 234
* Dimensions: 7" x 5.5" x .75"

DVD-15 DVD-16T With TV Tuner

* VD, MP3, CD, COR,CDRW Piayer ® Dolby Pro-Logic/DTS Compatible  * Aux Switched Headphone Output
» AV RCA Inputs » Digital Anti-Shock » NTSC/PAL Switchable
* Extra Remote Eye » Remote Control » Floor & Underdash Mounting Brackets

» 12-Yolt Output Trigger For System Power-Up » OSD On Screen Display * Dimensions: 2" x 7" xx8.25"




VCR-102T Car VCR With TV Tuner

= 181 Channel Cable Ready Tuner o Anti-shock, Anti-moisture

* Antenna Hook-up RG-59, 75 Ohm Connector = Built-in HO Circuitry (High Quality Picture Control)
= 4 Head Hi-fi * Super Alloy Diamond Recording & Playback Heads
» Wireless Remote Control = Frame by Frame & Slow Motion Functions

= Extra Remote Eye » Tape Eject Via Remote Control

* 0On Screen Display = Mounting Bracket Included

= Aux AV Input for Video Games or Cameorders Dimensions: 3.67 x 10.2" x 10.3"
= Digital Auto Tracking

* Dual A/ Qutpu
= Dimensions: 1.17

' TUNER-3R 125 Channel Cable Capable Tuner
4 Channel Diversity Antenna Inputs On Mini-jacks
= Remote Control Operation Via 18' Remote Eye

TUNER-42R 69 Channel TV Turer

e 2 Booster Antenna Inputs (Mini-jack)
» Remote Control Operation Via 18' Remate Eye

e Dual AN Inputs = |nputs For Accessory Back-up Camera
* Single AV Output » Dual AV Inputs
* Dimensions: 1.1 x 8" x 5" = Dual A Outputs

e Dimensions: 1.1" x 8" x 5"

FARENHEIT THE MOBILE MEDIA




. Includmg IR Transmlﬂer
* Recelves Broadcasts Up To 180' From ansm;ﬂer
« ON/OFF Switch Saves Battery Life Of Headphones
= Variable Volume Control For Individual Comfort

o ALC Auto Level Control

* Built-in Mute Function

-2 Bullet Style Color Camera

CCD 1 LUX Low Light Color Camera
Caonnector & RCA Outputs

- {}peratlng Temperature -14F to 131F

= Din Connector & RCA Outputs

~ WLHP-5x2 2 CH Wireless Infrared eadphones

» Adjustable Headphone Straps

# 2 Channel UHF IR TX Wave Headphone Receiver

« Including IR Transmitter

* Recelves Broadcasts Up To 180' From Transmitter
= ON/OFF Switch Saves Battery Life Of Headphones
= Variable Volume Control For Individual Comfort

= ALC Auto Level Control

# Built-in Mute Function

CBW-2 Bullet Style Black & White Camera
« 1/3* CCD 5 LUX Low Light B&W Camera

= Operating Temperature: -14F to 131F

CC-3 Bullet Style Color Camera

@ Built-In 12 LEDs For Excellent Night Vision’
# 1/3" CCD 1 LUX Low Light Color Camera

= Din Connector & RCA Qutputs

e Operating Temperature: -14F to 131F

WLHP-1X wireless Infrared Headphone
= fidjustable Headphone Straps

« Single Channel UHF IR TX Wave Head Phone Receiver
= Receives Broadcasts Up To 180" From Transmitter

* OI/OFF Switch Saves Battery Life Of Headphones

® Variahle Volume Conlro! For Individual Comfort
 ALC Auto Level Control

» Built-in Mute Function

RF-2CH 2 Channel RF Headphone Receiver
= Dual Channel RF Selectable Source Inputs
* Adjustable Headphone Straps

# Studio Quality Sealed Ear Piece For Enhanced Performance

 Receives Broadcasts Up To 180' From Transmitter
* ON/OFF Switch Saves Batlery Life Of Headphones
= Variable Volume Control For Individual Comfort

= ALC Auto Level Control

» Built-in Mute Function

FARENHEIT THE MOBILE MEDIA




AB-1 Twin Audio Booster
= Dual Source Inputs With Line

Balancing to 2 Yolts
« Independent Output Trimmer Pots
For Each Source

FMT-3 FM Transmitter

e Wireless 3 CH FM Transmitter

» Easy Installation

= Shielded Housing For Noise Rejection
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VB1 One In & Four Output Video Signal Booster

* Four Individual Output Trimmer

Gain Controls

» Shielded Metal Housing For Noise

Rejection

* Shielded Metal Housing For Noise Rejection = Video Output Gain contrel

INV-1 ‘B
300 Watt 12 Yolt Power Inverter
e Single Output
110 Volts 60 Cycles
* Use For Yideo Games
(Nintendo, Sega, X-Box, etc.)

e EFM-100 PLL FM Modulator
@ PLL Phase Lock Loop Tuner Oufpuls
e 100 Frequency Settings On Up/Down Buttons
= | CD Display For Viewing Channels
e Shielded Metal Housing For Noise Rejection
INV-2

600 Watt 12 Volt Power Inverter
* Dual Outputs
110 Volts 60 Cycles
® Use For Video Games
(Nintendo, Sega, X-Box, etc.)

FILM-1

4 Channel Diversity Twin Film Antennas
e Antenna leads, (4 Mini-plugs)
 (Cable Length 12 Feet

= Receives Signals On Ch. 2-13 & 14-63
e Qutput Impedance: 756 Ohms

FILM-4VCR

VCR or DVD Film Antenna

*» Mini-plug/RG-59 Cable Slyle Connector
* Single Channel Input 20dB.Gain
 Cable Length 12 Feet

» Receives Signals On Ch. 2-13 & 14-69
e Qutput Impedance: 75 Ohms

EFM-01
PLL Fi Modulator
® PLL Phase Lock Loop Tuner Outputs
¢ 3 Frequency Settings On Selectable
DIP Switches
¢ Shielded Metal Housing
For Noise Rejection

4 Ghannel Diversity Twin Antennas
« Antenna leads, {4 Mini-plugs)

» Cable Length 12 Feet

e Receives Signals On Ch. 2-13 & 14-69
® Qutput Impedance: 75 Ohms

GOOSE 22

Heavy Duly 22" Goose Neck

» Accepts 7/16 Seat Bolt

e Complete With Monitor Mounting Slide

EFM-02
PLL Fi Modulator
® PLL Phase Lock Loop Tuner Outputs
2 Frequency Settings Via Slide Switch
» Ground Loop Isolator Circuit
e Shielded Metal Housing
for Noise Rejection

ANT-4VCR

VCR or DVD Antenna

= Mini-plug/RG-59 Cable Style Connector
e Single Channel Input 20dB.Gain

= Cable Length 12 Feet

= Receives Signals On Ch, 2-13 & 14-69
* Qutput Impedance: 75 Ohms

GOOSE 16

Heavy Duty 16" Goose Neck

» Accepts 7/16 Seal Bolt

e Complete With Monitor Mounting Slide

MS-2
Butterfly Style Monitor Stand
= TV Monitor Stand & Back Slide

HB-1 (Patent Pending)

o New Universal Installation Free Bracket

o Eliminates The Need To Cut Headrests
Installation In Less Than 2 Minutes
Makes All Monitors Detachable {anti-theft)
Universal Size For All Size Brackets

Fits All Size Monitors & Every Brand
Ideals For Leased Cars



XENON SUPER WHITE & PLASVIA BULE

Farenheit Super White and Plasma Xenon charged blue bulbs reduce
eyestrain and increase safety by sharpening your view. They give you clarity,
brilliance and sparkle of HID (high intensity discharge) lighting systems.
They reflect much better on road markings and signs and make you less tired
during night time driving.
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